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# 12.1inch Large-screen color TFT display with
maximum 7 waveforms

# 96 hoursstoring and replaying of trends graphic

# 90 minutes capturing and replaying of ECG waveform

¢ 2 hours Short Trend interface

# 400 group lists of NIBP storage and review

# 4 minutes of ECG waveform store and print, power off protection .

# Optional US Respironics EtCO2 measurement forintubated and
non-intubated patients

+ Optional Nellcor OxiMax/COMEN SpO2.

# Pacemaker detection and anti-defibrillation

# S-T segment analysis, arrhythmia analysis

# OxyCRG interface, Drug dose calculation

# Suitable foradult, pediatric, and neonate monitoring

# Networkable with central monitoring system
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STAR 8000B

Patient Monitor

Safety

150 13485:2003 approved,
CE marking according

to MDD93/42/EEC

Dimension and Weight
Dimension: 320mm > 170mm < 280mm
Weight: 6kg

Operation Environment

Power: AC100-250V,50/60Hz.
Temperature: 0-40C

Humidity: 15-85%

Patient Range:
Adult, Pediatric, and Neonate patients

Performance Specifications

Display: 12.1inch color TFT (diagonal)

Resolution: 800x600

Trace: 7 waveforms

Sweep Speed:

12.5mm/s, 25mm/s, 50mm/s

Power indicator light

Battery indicator light

Alarm indicator light

QRS beep and alarm sound

Parameter cable inter face

ACPower inputsocket

Metwork inter face

lead-Acid /Rechargeable

Shoursfor continuous working

Trend time: 1796 hours

Alarm: User-adjustable High and Low
limits alarm events recallable
audible and visual alarm

Metworking: Connected to central

monitoring system

Built-in, thermal array,

2 traces, paper width:50mm

Record mode: manual, on alarm,

time -defined

Print speed:12.5 mm/s, 25mm/s, 50mm /s

Indicator:

Inter face:

Battery:

Recorder:

ECG
Lead selection: 5-Lead and 3-lead selectable
5leads RA;LA; RL; LL; VorR; Ly N; F; C,

Standard Configuration
¢ECG/HR #Sp0Oz2 ¢NIBP #Respiration
# Temperature #Pulse

OxyCRG Interface

3 leads:

ECG waveform:
Gain selection:  =1/4. =1/2. =1. =2. Auto
Sweep speed: 12.5mm/s, 25mm/s, 50mm/s
HeartRate Range: 15~ 350bpm

RA; LA;LLorR;L; F
2 channels

Accuracy: ~1% or-2bpm
whicheverisgreater
Resolution: 1bpm

S-Tsegmentdetection: -2.0mV-+2.0Mv
Arrhythmia analysis: Yes

Waveform: Standard 7 ECG waveforms
Pace detection: Yes

HR alarming time: = 125

Inputimpedance: >5M Q

Respiration
Method: Thoracicimpedance
RRmeasurementrange: 0-100rpm

Resolution: ~1rpm

Accuracy: =lrpm

Sp02

Measurementrange: 0-100%

Resolution: 1%

Accuracy: 1% (90-100%) 2% (70-89%)

Pulse Rate range: 0250 bpm
Pulse Rate Accuracy: lbpm

Nelleor Sp0O: [option)
Measurementrange: 07100%

Resolution: 1%

Accuracy: 2% (adult and low-perfusion)
3% (neonate)

Alarm range: 0100%

Pulse rate: Range:207300bpm

Resolution: 1bpm

Accuracy: ~3bpm

Alarm range: 207300bpm

NIBP
Measurementmethod: Automatic oscillometric
Measurementtypes: Systolic, Diastolic, Mean
Work mode: Manual / Automatic
Auto measurement time: Adjustable
Measurementunit: mmHg /KPaselectable

Range of systolic pressure:

Optional Configuration
#Nellcor SpO2

www.szcomen.com

Adult mode: 407270mmHg
Pediatricmode: 40200:mmHg
Meonate mode: 257135 mmHg
Range of diastolic pressure:
Adult mode:307200mmHg
Pediatricmode:20”150 mmHg
Meonate mode: 10711 0mmHg
Range of mean pressure:
Adult mode:307220mmHg
Pediatricmode 30~”160mmHg
Meonate mode: 20170 mmHg
Accuracy: SmmHg
MNIBP pressure range 07300 mmHg
PR from NIBP: Measurement 40-240bpm
Over-pressure protection: Double safety protection

IBP

Measurement Range: -30mmHg —~300mmHg

Channel: 2 channels

Pressure names: ARP,PA, CVP, RAP, LAP,ICP,P1,P2
Accuracy: +1% or ~1bpm, whichever is greater

Calibration Mode: Zero Calibration

Temperature
Measurementrange: 20-457C
Resolution: 0.1C
Accuracy: ~0.1C

Measurementunit: ‘C JF selectable

EtCO= Sidestream/Mainstream (option)

Method: Infrared Absorption Technigue

Sample Rate: 50mL/min. - 10 mL/min (sidestream)

CO: Measurement Range: 0to 150 mmHg

CO: Resolution: 0.1 mmHg 0 to 69 mmHg

0.25mmHg 70-150 mmHg

0-40 mmHg ~2mmHg

41-70 mmHg - 5%of reading

71-100mmHg ~ 8% of reading

101-150mmHg ~10% of reading

AwRR: =1lrpm

Response time: <3seconds,includes
transporttime, risetime

Calculation Method: BTPS (Body Tem perature

Pressure Saturated)
Sample GasFlowrate: 50ml/mi

CO: Accuracy:

#IBP e¢Dual Temperature ¢Nurse Call #Thermal Recorder

¢Central Monitor Station eSpecial Accessories for Neonataland

Pediatric Patient
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Big Font Interface

Shenzhen Comen Medical Instruments Co., Ltd.
Add: Floor 7, Block 5, 4th Industrial Park of Nanyou,Nanshan District, Shenzhen City 518052, China

Tel:+86-755-2640 8879 26419446
E-mail: info@szcomen.com

Website: www.szcomen.com

Fax:+86-755-2643 1232
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